


Tier	2	Vs.	Tier	3	Fixed	Wireless	Requirements

• Requires	three	sector	antenna	array	serving	120	
degrees	each

• 30-50	customers	per	sector*	(approximately	100-
150	customers	per	array)	to	allow	for	acceptable	
oversubscription

• Core	networking	costs	can	be	contained	with	lower	
bandwidth	and	data	caps

• Tower	backhaul	and	Internet	transit	costs	can	be	
contained	by	relying	on	data	caps

• No	CPE	upgrade	required

• Requires	six	sector	antenna	array	to	allow	for	
spectrum	reuse

• 15-25	customers	per	sector*	(approximately	100-
150	customers	per	array)	to	allow	for	acceptable	
oversubscription

• Additional	core	network	capacity	to	accommodate	
additional	bandwidth	and	no	data	caps

• Additional	tower	backhaul	and	Internet	transit	costs	to	
accommodate	additional	bandwidth	and	no	data	caps	

• Requires	CPE	upgrade	to	accommodate	100Mbps

*	Most	towers	don't	offer	a	balanced	exposure	to	clients.

• Doubling	the	number	of	antenna	sectors	to	allow	for	reuse	of	licensed	spectrum	doubles	the	OSP	CAPEX.
• Bolstering	the	network	core,	Internet	transit	and	CPE	increases	CAPEX	by	an	additional	50%.
• Total	additional	CAPEX	to	participate	in	Tier	3	is	2.5X	the	CAPEX	required	to	participate	in	Tier	2.

$100	bid	in	Tier	2	/	$300	reserve	price	=	bid	score	of	33	with	0	weight
$250	bid	in	Tier	3	/	$300	reserve	price	=	bid	score	of	83	with	0	weight	or	33	with	a	weight	differential	of	50
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